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ROOT BALL FIXING KIT WHEN TREE IS IN GRATE

OR LODGEPOLE PINE STAKES, SIZE AS SPECIFIED.

SET UPWIND, TRIM TOP OF STAKE AS REQUIRED.

24" MIN. LONG V.I.T. CINCH TREE TIE OR APPROVED

EQUAL TWIST IN FIGURE 8 PATTERN, NAIL @ BACK

OF STAKE WITH 1" GALV. ROOFING NAIL.

SET ROOTCROWN 1" HIGHER THAN FINISH GRADE.

2" LAYER OF MULCH. HOLD MULCH 3" AWAY

FROM TRUNK

3" HIGH BERM @ EDGE OF CONTAINER.

BACKFILL MIX, AS SPECIFIED

FERTILIZER TABLETS: 2"-3" BELOW SURFACE,

ADJACENT TO ROOTBALL. SEE SPEC.S FOR

QUANTITY.

EXCAVATE, LOOSEN BOTTOM OF HOLE, REPLACE

EXISTING SOIL & FOOT TAMP. NO BACKFILL MIX

UNDER ROOTBALL.

PAVING
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ROOT BARRIER

(TYP.) INSTALL

ON ALL SIDES

OF PLANTERS.

SEE SPECS.

SEE PLAN FOR

LOCATION.

PLACE FLUSH

AGAINST FACE

OF PAVING.

SQUARE OFF SIDES OF PLANT PIT SO ROOTS

WON'T WRAP WITHIN CIRCULAR PIT
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LC-501
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SET ROOT CROWN 2" HIGHER THAN FINISH GRADE.

AS SPECIFIED

MULCH.  SEE SPEC.S.

6" HIGH BERM @ EDGE OF CONTAINER.

BACKFILL MIX, AS SPECIFIED.

FERTILIZER TABLETS: 2"-3" BELOW SURFACE,

ADJACENT TO ROOTBALL. SEE SPEC.S FOR QUANTITY.

EXCAVATE, LOOSEN BOTTOM OF HOLE,

REPLACE EXISTING SOIL & FOOT TAMP.  NO

BACKFILL UNDER ROOTBALL.

HOLD MULCH BACK FROM CROWN OF PLANT
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CURB, WALK OR

PLANTING EDGE

HOLD GROUND COVER

6" BACK FROM CENTER

OF SHRUBS AND TREES.

PLANTING

SPACING
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TREE GRATE AT SILVA CELLS - SECTION

NOT TO SCALE
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1. THIS  DETAIL MAY BE USED WITH ANY SILVA CELL STANDARD

PAVING PROFILE (CONCRETE, PAVERS, ASPHALT, POROUS

PAVEMENTS).  PAVING PROFILE SHOWN IN THIS DETAIL IS NOT TO

SCALE AND WILL VARY PER PROJECT SPECIFICATIONS.

2. THIS DETAIL MAY BE USED WITH 1x, 2x, or 3x SYSTEMS.  SHOWN

HERE ARE 3x SILVA CELLS.

3. SILVA CELL LAYOUT SHOWN HERE IS NOT PRESCRIPTIVE AND WILL

VARY PER PROJECT SPECIFICATIONS.

4. SILVA CELL SUPPLEMENTAL DETAILS SHALL BE USED IN

CONJUNCTION WITH SILVA CELL STANDARD DETAILS FOR

STREETSCAPE, PLAZA, PARKING LOT, AND / OR PEDESTRIAN

APPLICATIONS.

5. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH

MANUFACTURERS SPECIFICATIONS.

6. DO NOT SCALE DRAWINGS.

CONCRETE PAVING, PER PROJECT

SPECIFICATIONS AND DETAIL 1/LC-501

TREE GRATE ASSEMBLY WITH CONCRETE

ANCHOR, PER PROJECT SPECIFICATIONS

AND DETAIL 5/LC-501
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SILVA CELL SYSTEM (DECK, BASE, AND POSTS)

DEEPROOT ROOT BARRIER (DEPTH PER

PROJECT SPECIFICATIONS)

TREE ROOT PACKAGE, SIZE VARIES

SILVA CELL STANDARD PAVEMENT PROFILE,

SEE NOTE 1

GEOTEXTILE, PER PROJECT SPECIFICATIONS
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PLANTING SOIL, PER PROJECT SPECIFICATIONS.

COMPACTED TO 70-80% PROCTOR.

PIN, PER SILVA CELL SPECIFICATIONS

1" - 4" (25 mm - 100mm) SPACING BETWEEN

SILVA CELLS AT BASE

4" (100 mm) MIN AGGREGATE SUB BASE,

COMPACTED TO 95% PROCTOR

GEOTEXTILE, PLACED BELOW AGGREGATE

SUB BASE

SUBGRADE, COMPACTED TO 95% PROCTOR

PLANTING SOIL BELOW TREE ROOT PACKAGE,

COMPACTED TO 85-90% PROCTOR

O

SILVA CELL BASE SLOPE, 7% MAX
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INSPECTION RISER - TREE OPENING - SECTION

NOT TO SCALE
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1. THIS  DETAIL MAY BE USED WITH ANY SILVA CELL STANDARD PAVING

PROFILE (CONCRETE, PAVERS, ASPHALT, POROUS PAVEMENTS).

PAVING PROFILE SHOWN IN THIS DETAIL IS NOT TO SCALE AND WILL

VARY PER PROJECT SPECIFICATIONS.

2. THIS DETAIL MAY BE USED WITH 1x, 2x, or 3x SYSTEMS.  SHOWN HERE

ARE 3x SILVA CELLS.

3. SILVA CELL LAYOUT SHOWN HERE IS NOT PRESCRIPTIVE AND WILL

VARY PER PROJECT SPECIFICATIONS.

4. SILVA CELL SUPPLEMENTAL DETAILS SHALL BE USED IN CONJUNCTION

WITH SILVA CELL STANDARD DETAILS FOR STREETSCAPE, PLAZA,

PARKING LOT, AND / OR PEDESTRIAN APPLICATIONS.

5. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH

MANUFACTURERS SPECIFICATIONS.

6. DO NOT SCALE DRAWINGS.

INSPECTION RISER, PERFORATED ADJACENT

TO SILVA CELLS

C

GEOTEXTILE, PER PROJECT SPECIFICATIONS.
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INSPECTION RISER WITH REMOVABLE CAP

OR PLUG, NON-PERFORATED ADJACENT

TO PAVEMENT SECTION

CABLE TIE TO SECURE GEOTEXTILE TO

PERFORATED PIPE

SILVA CELL SYSTEM (DECK, BASE, AND POSTS)

DEEPROOT ROOT BARRIER (DEPTH PER

PROJECT SPECIFICATIONS)

TREE ROOT PACKAGE, SIZE VARIES

1" - 2" (25 mm - 50mm) MULCH, PLACED IN

TREE OPENING

SILVA CELL STANDARD PAVEMENT PROFILE,

SEE NOTE 1
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PLANTING SOIL, PER PROJECT SPECIFICATIONS.

COMPACTED TO 70-80% PROCTOR.

GEOTEXTILE, PER PROJECT SPECIFICATIONS

CABLE TIE TO SECURE PERFORATED PIPE TO

ADJACENT SILVA CELL

1" - 4" (25 mm - 100mm) SPACING BETWEEN

SILVA CELLS AT BASE

4" (100 mm) MIN AGGREGATE SUB BASE,

COMPACTED TO 95% PROCTOR

GEOTEXTILE, TO PROVIDE SEPARATION

BETWEEN SUBGRADE AND AGGREGATE BASE

SUBGRADE, COMPACTED TO 95% PROCTOR

PLANTING SOIL BELOW TREE ROOT PACKAGE,

COMPACTED TO 85-90% PROCTOR

PIN, PER SILVA CELL SPECIFICATIONS, TO KEEP

CELLS IN PLACE DURING CONSTRUCTION
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CLEANOUT CAP

NON-PERFORATED

ADJACENT TO PAVEMENT

PERFORATED

ADJACENT TO SILVA CELLS

TOP OF INSPECTION RISER

Q

P

N

H

R

L

F

I

J

G

M

A

B

C

D

E

O

K

A

G

J

D

B

C

E

F

5

ALTERNATE A

AutoCAD SHX Text
TREE PLANTING AND STAKING 

AutoCAD SHX Text
SHRUB AND GROUND COVER PLANTING

AutoCAD SHX Text
GROUND COVER SPACING
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